Svolveaer Kampprofil 2017 24ml

Forward Settings

Screen # Start Stop Loads Speed Crossed Start End Feet |Total boards| Total Oil
. . 01F 2L 2 R 3 14 37 0.00 390 |3.90 111 5550
Pattern Information Center Information 0oF oL R > " o 39 280 a0 ~ 3100
X . 03F 8 L 8 R 2 14 25 7.80 11.70 | 3.90 50 2500
Pattern creator Jim Tore Jakobsen Lane Type Active FA-010 Lane Age 17 0aF L TR > ” o 7170 | 1500 350 3 7900
. . Cleaner . 05F 2L 2 R 0 26 1560 | 24.00 | 8.40
Creation date 13. October 2017 Lane Cleaner Brunswick Max20 Mixture Ratio 20 :1 0oF L 7R o > 2200 | 3200 7000
Pattern difficulty Medium Conditioner Brunswick Defy v30 07F 2L 2 R 0 30 34.00 | 44.00 [10.00
Pattern volume 23.95 mL Lane Machine Information
Pattern Parameters Machine Model Kegel Kustodian Plus
" Last Squirt
Oil pump volume 50 Distance 52
Forward oil distance 44 Transfer Type Transfer Brush Forward # Boards Crossed | Volume mL 261 13.05 mL
PR . Reverse Settings
Reverse Start Oil Distance 35 Pattern Ratios 9
Screen # Start Stop Loads Speed Crossed Start End Feet | Total boards | Total Oil
! . 01R 2L 2 R 0 30 44.00 | 3500 [-9.00
Oil Only Dust ! Total Volume Ratio 02R 14 L 14 R 2 22 13 3500 | 28.80 [-6.20 26 1300
Start brush 0 3L-7L:18L- | 8L-12L:18L- | 13L-17L: | 18L-18R:17R- | 18L-18R:12R- | 18L-18R:7R- 03R 12 L 12 R 2 22 17 28.80 | 2260 |-6.20 2 1700
18R 18L-18R 13R 8R 3R 04R 10 L 10 R 2 22 21 22.60 | 16.40 [-6.20 42 2100
Drop Brush In Reverse 44 3.39 1.02 1.02 1.42 3.39 05R 8L 8 R 2 22 25 1640 | 1020 |-6.20 50 2500
06R 6 L 6 R 1 18 29 10.20 7.70 | -2.50 29 1450
07R 2L 2 R 1 14 37 7.70 5.80 |-1.90 37 1850
Composite Graph 08R 2L 2 R 0 14 37 5.80 0.00 |-5.80
B Reverse 1.0ml
W Forward
‘ 0.8 ml
0.6ml
04 ml
Reverse # Boards Crossed | Volume mL 218 10.9 mL
21y
0.2 ml Notes
0.0ml

56 | 57 | 58 | 59 | 60




